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CENTRAL ELECTRICITY REGULATORY COMMISSION 
( NEW DELHI ) 

 

    No. L-1/268/2022/CERC 

Coram:  
Shri Jishnu Barua, Chairperson 
Shri Ramesh Babu V., Member 
Shri Harish Dudani, Member 
Shri R.S. Dhillon, Member 

 

    Date of Order: 14th July, 2025 

In the matter of:   

 

Approval of “Procedure for mechanism of compensation for degradation of Station 
Heat Rate, Auxiliary Energy Consumption and Secondary fuel oil consumption due 
to part-load operation and multiple start/stop of the units” under Regulation 
70(G)(10) of the Central Electricity Regulatory Commission (Terms and Conditions 
of Tariff) Regulations, 2024 as amended time to time. 

 

ORDER 

 
     The Central Electricity Regulatory Commission (hereinafter referred to as ‘the 

Commission’) notified the Central Electricity Regulatory Commission (Terms and Conditions 

of Tariff) (First Amendment) Regulations, 2025 (hereinafter referred to as “First Amendment 

Tariff Regulations 2025”) on 11th April, 2025. Sub-regulation 10 of  Regulation 4 of the First 

Amendment Tariff Regulations 2025 provides that the procedure stipulating the 

mechanism to work out the compensation for degradation of heat rate, auxiliary 

consumption, and secondary fuel oil consumption due to part-load operation and multiple 

start and stop of units of the generating station shall be issued by the National Load 

Dispatch Centre separately with the approval of the Commission. 

 

2.  The Commission, in its proposed Regulation 70(G)(10) of the draft Central Electricity 

Regulatory Commission (Terms and Conditions of Tariff) (First Amendment) Regulations, 

2025, entrusted responsibility to the National Load Dispatch Centre to prepare the 
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procedure for implementation of the regulatory framework for compensation for the 

operation of generating station below normative plant availability factor. Based on the 

proposed amendment, the National Load Dispatch Centre has prepared the draft 

procedure and initiated the stakeholder consultation in advance. Subsequently, the 

Commission notified the First Amendment Tariff Regulations 2025 on 4th February, 2025, 

reiterating the role of the National Load Dispatch Centre to issue the procedure for 

compensation due to part-load operation with the approval of the Commission. 

Accordingly, the National Load Dispatch Centre vide its letter dated 20th March, 2025 

submitted the “Procedure for mechanism of compensation for degradation of heat rate, 

auxiliary consumption, and secondary fuel oil consumption due to part load operation and 

multiple start/stop of units”. 

 

3.  The Commission has examined the detailed procedure submitted by the National Load 

Dispatch Centre and after incorporating suitable changes, the Commission hereby approves 

the “Procedure for mechanism of compensation for degradation of heat rate, auxiliary 

consumption, and secondary fuel oil consumption due to part-load operation and multiple 

start/stop of units” which is enclosed as Annexure to this order. The National Load 

Despatch Centre shall circulate the procedure among the affected generating companies 

and the beneficiaries to the Regional Load Despatch Centres and the Regional Power 

Committees for implementation.    

 

4. The Procedure shall be effective from the date of coming into force of the First 

Amendment Tariff Regulations 2025.  

 

Sd/- Sd/- Sd/- Sd/- 
(R.S. Dhillon)  ( Harish Dudani )  (Ramesh Babu V. ) ( Jishnu Barua ) 

Member Member Member Chairperson 
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-//Annexure//- 

PROCEDURE FOR MECHANISM OF COMPENSATION FOR DEGRADATION OF 

HEAT RATE, AUXILIARY CONSUMPTION, AND SECONDARY FUEL OIL 

CONSUMPTION DUE TO PART LOAD OPERATION AND MULTIPLE START/STOP 

OF UNITS 

 

(under Regulation 70(G)(10) of the Central Electricity Regulatory Commission 

(Terms and Conditions of Tariff) Regulations, 2024) 

 

1. Short Title 
 

These procedures may be called the “National Load Despatch Centre (Mechanism to work out 

the compensation due to part-load operation and multiple start / stop of units of the generating 

stations) Procedure, 2025” issued under the Central Electricity Regulatory Commission (Terms 

and Conditions of Tariff) Regulations, 2024.   

 

2. Definitions and abbreviations: 

 

(1) In this procedure, unless the context otherwise requires: 

 

(i) “Ancillary Regulations” means the Central Electricity Regulatory Commission (Ancillary 

Services Operations) Regulations, 2022. 

(ii) “Average Unit Loading (AUL) of the Station” (in %) means loading of the generating station 

during the Calculation Period determined as follows: 

 

 

AUL (%) = {Effective Generation of Station (in MWh)/ Effective Capacity (in MWh) x (1- 

Normative Auxiliary Energy Consumption)}x100 

 

 

The effective generation of a generating station shall include the scheduled generation in case 

of Reserve Shut Down (RSD), and the obligation is met by the Designated generating stations 

through power purchase from the alternative sources. 

 

(iii) “Calculation Period” means the month for which compensation calculation shall be carried out. 

Generally, there shall be twelve calculations during a financial year. The first calculation of 

compensation shall be made for one month (i.e. the month of April) at the beginning of the 

financial year, and the second calculation shall be carried out by considering the cumulative of 

two months (i.e. months of April and May) and so on.  
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(iv) “Designated generating stations” means the Coal/Gas/Lignite-based generating stations, 

whose tariff is determined by the Central Electricity Regulatory Commission under Section 62 

of the Electricity Act, 2003. 

 

(v) “ECR (Comp)” means the compensation (Comp) in the energy charge rate worked out based 

on difference in the Energy Charge Rate in Rs/kWh for the calculation period, considering 

degraded SHR and AEC based on average unit loading and considering degraded SHR and 

AEC based average DC loading, during the calculation period. 

 

(vi) “ECR (DC)” means Energy Charge Rate in Rs/kWh based on degraded SHR and AEC, 

considering the average Declared Capacity (DC) during the calculation period. 

 

(vii) “ECR (SE)” means Energy Charge Rate in Rs/kWh based on degraded SHR and AEC, 

considering average unit loading of the designated generating station based on scheduled energy 

(SE) during the calculation period. 

 

(viii) “Effective Capacity” in MWh means the maximum possible generation from a station during 

the calculation period and shall be calculated as: 

 

 

For full tied-up capacity of the Designated generating stations: 
 

[ Total Installed Capacity of the designated generating station (in MWh)] LESS [ Installed 

Capacity (MW) of the Unit(s) of the said station under outage (planned or forced outage) 

X outage time plus Installed Capacity of unit under shut-downs (in terms of Regulation 47 

of the Grid Code Regulations 2023) during the calculation period X outage time]. 
 

 

For the part tied up capacity of Designated generating stations: 
 

[ Total Contracted Capacity of the designated generating station (in MWh)] LESS [ 

Contracted capacity (MW) under outages (planned or forced outage) X outage time plus 

Contracted capacity under shut-downs (in terms of Regulation 47 of the Grid Code 

Regulations 2023) during the calculation period X outage time]. 

 

(ix) “Effective Generation” in MWh means the actual generation ex-bus of the designated 

generating station or the scheduled generation, excluding the schedule under Tertiary Reserve 

Ancillary Service (TRAS), Secondary Reserve Ancillary Service (SRAS), and bilateral sale/ 

collective sale under open access during the calculation period, whichever is higher. 
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(x) “Grid Code Regulations 2023” means the Central Electricity Regulatory Commission (Indian 

Electricity Grid Code) Regulations, 2023, as amended from time to time, or any subsequent 

enactment thereof. 

 

(xi) “Tariff Regulations 2024” means the Central Electricity Regulatory Commission (Terms and 

Conditions of Tariff) Regulations, 2024, as amended from time to time, or any subsequent 

enactment thereof. 

 

(2) Terms and abbreviations used in this procedure of Compensation Mechanism but not defined 

herein shall have the same meaning as assigned to them in the Electricity Act, 2003 or the Grid 

Code Regulations 2023 or other Regulations of the Commission notified from time to time. 

 

3. Mechanism for working out Compensation: 
 

(1) Compensation for degradation of Station Heat Rate (SHR) and Auxiliary Energy 

Consumption (AEC) 

(i) The Compensation shall be worked out for a month on a cumulative basis, considering 

degradation in SHR and AEC based on Average Unit Loading, as specified in the Tariff 

Regulations 2024, subject to reconciliation at the end of the year. 

(ii) Energy scheduled under Ancillary Regulations shall not be considered for the effective 

generation. However, energy scheduled under Security Constrained Economic Despatch 

(SCED) and Security Constrained Unit Commitment (SCUC) shall be taken as +ve for an 

increase in schedule and -ve for a decrease in schedule. 

(iii) Based on the values of increased SHR and AEC arrived above, Energy Charge Rate (ECR) for 

Average Unit Loading %, i.e., ECR (SE) for the generating station shall be calculated using the 

formula specified by the Commission in the Tariff Regulations 2024. 

(iv) Energy Charge Rate corresponding to the Declared Capacity (DC), i.e., ECR (DC) shall also 

be calculated using the formula specified by the Commission in the Tariff Regulations 2024 

and used as a reference for calculating compensation. This is because the effect of less 

declaration (with respect to normative ex-bus Installed capacity), if any, on the SHR and AEC 

should be attributed to the account of the Designated generating stations. 

(v) The increase in ECR for calculation of compensation to be paid to the Designated generating 

stations for the calculation period shall be the difference in the ECR (SE) and ECR (DC). ECR 
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(Comp) in Rs/kWh for the calculation period ending the nth month shall be calculated as: 

 

ECR (Compn) = [ECR (SEn) – ECR (DCn) 

(vi) The compensation (Compn(P)) payable to the designated generating station for the month 

(calculation period) shall be calculated as below: 

 

Compn(P) =     ∑   [  Effective Schedule in kWh x ECR (Comp)  ] 

             For the calculation period ending the nth month 

 

Where Effective Schedule = Sum of schedule generation excluding the schedule under TRAS, 

SRAS and bilateral sale/ collective sale under open access. 

 

(vii) ECRn (A) means the energy charge rate with actual parameters for the calculation period which 

shall be calculated by the designated generating stations and shall be submitted to the concerned 

Regional Power Committee (RPC)/State Load Dispatch Centre (SLDC), as the case may be, 

using actual values of SHR and Auxiliary Energy Consumption at the end of the month 

(calculation period) as per the Tariff Regulations 2024. 

 

(viii) ECRn (N) means the energy charge rate with the normative parameters for the calculation 

period which shall be calculated by the designated generating stations and shall be submitted to 

the concerned RPC/SLDC, as the case may be, using normative values of SHR and Auxiliary 

Energy Consumption as per the Tariff Regulations 2024. 

 

(ix) Now, the following values of Energy Charges shall be calculated: 

 

(a) Total Energy Charges for the station computed on actual parameters are:   

ECn(A) =       ∑  [ Effective Schedule in kWh x ECRn (A) ]                                                                                  

For the calculation period ending the nth month 

 

Where Effective Schedule = Sum of schedule generation excluding the schedule under TRAS, 

SRAS and bilateral sale/ collective sale under open access. 

 

(b) Total Energy Charges payable to the station based on Normative parameters: 

ECn(N) =      ∑    [ Effective Schedule in Kwh x ECRn (N) ] 

For the calculation period ending the nth month 
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Where Effective Schedule = Sum of schedule generation excluding the schedule under TRAS, 

SRAS and bilateral sale/ collective sale under open access. 

 

(x) Compensation payable for the calculation period ending the nth month to designated generating 

stations would be decided based on the following criteria: 

 

(a) If ECn (A) is less than or equal to the sum of ECn (N) and Compn (P): 

 

The gain, i.e., the difference between the sum of {ECn(N) and Compn (P)} and ECn(A) amount 

restricted to Compn(P), shall be shared between the designated generating station and 

beneficiaries in the ratio of 1:1 in accordance with the Tariff Regulations 2024. 

 

Compn (F) = Compn (P) LESS the amount of gain which is to be shared with the beneficiary. 

 

(b) If ECn (A) is more than sum of ECn (N) and Compn (P): 

 

There shall be no sharing of compensation between the designated generating station and the 

beneficiary, and Compn (P) shall be Compn (F) for the calculation period ending the nth month 

Compn (F) = Compn (P) 

 

(xi) Final Compensation Payable (FCB) for the calculation period by kth entity/beneficiary: 

(a) No compensation shall be payable by the entities/ beneficiaries if it has requisitioned at 

least the normative annual plant availability factor (NAPAF) of its entitlement during the 

calculation period. 

(b) The compensation amongst entity/ beneficiaries including SCUC/SCED/ Designated 

generating stations (RE replacement) shall be shared in the ratio of un-requisitioned 

energy below NAPAF of their entitlement, i.e., the compensation payable by the kth 

beneficiary, including SCED and SCUC transactions for the calculation period. 

 
FCBkn = Compn(F) x {UEkn/ ∑k UEkn} 

Where UEkn is un-requisitioned energy of kth entity/beneficiary, including SCED and SCUC 

transactions below 85% of its entitlement during the calculation period. 

 

Note: RE Replacement schedule shall be separately provided by RLDC to RPC. 
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(c) The compensation for part-load operation of a Designated generating station or unit 

thereof brought on bar under SCUC shall be paid from the Deviation and Ancillary 

Services Pool. 

 

(d) To calculate the Compn(P), ECn(N), ECn(A) and Compn(F) separately for a Designated 

generating station or unit thereof brought on bar under SCUC, the schedule of a 

Designated generating station or unit thereof brought on bar under SCUC shall be 

separately provided by RLDC/SLDC to RPC. 

 

(xii) However, adjustments shall be carried out for compensation already paid for the calculation 

period ending (n-1) th month 

 

Net compensation payable/ receivable by kth beneficiary, including SCED and SCUC 

transactions for the nth month 

 

NCBkn=FCBkn – FCBk(n-1) 

If NCBkn is negative, this is the amount payable by the designated generating stations to the 

beneficiary, including SCED and SCUC transactions and vice versa. This way, reconciliation 

would automatically take place at the end of the Financial Year. 

 

(2) Calculation for Secondary Fuel Oil consumption: 

 

(i) No compensation for degradation of Secondary Fuel oil consumption is payable for the year if 

a total number of start-ups is equal to or less than 7 seven in a year for the designated generating 

station under Unit Shutdown in terms of Regulation 47 of the Grid Code Regulations 2023. 

 

(ii) Compensation (in terms of killo litre (KL) of Secondary Oil) shall be payable to the Designated 

generating station for the year due to degradation of Secondary Fuel Oil Consumption shall be 

calculated by multiplying the number of start-ups which are solely attributable to unit shut-

downs (USD) due to less requisition by the beneficiaries exceeding total startups of 7 per 

generating station and solely attributable to unit shut-downs in terms of Regulation 47 of the 

Grid Code Regulations 2023 with the appropriate value of additional secondary oil 

consumption specified in the Tariff Regulations 2024. 

(iii) Compensation amount in terms of Rupees shall be calculated by multiplying the compensation 

in terms of KL as calculated in step (ii) and the average landed price of Secondary fuel oil for 

the year. 
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𝑖 𝑖 

(iv) Compensation amount payable to the Designated generating stations on account of startup oil 

consumption shall be restricted such that Oil Consumption based on normative Specific fuel oil 

consumption plus Oil consumption calculated in step (ii) above does not exceed actual 

Secondary Fuel oil consumption for the year. 

 

(v) Each start-up due to unit shutdown shall be attributed to the beneficiaries who had requisitioned 

below the minimum turndown level of their entitlement based on which decision was taken by 

the Designated generating stations to go under USD.  

 

(vi) The data shall be furnished by RLDC to RPC.  

 

(vii) The change in outage categorisation from forced and planned outage to USD will not be 

considered attributable as USD by beneficiaries for SFC compensation. 

 

(viii) Compensation payable (in terms of Rupees) shall be shared amongst the beneficiaries in the 

following manner: - 

Compensation payable by beneficiary i 
                      𝐴𝑖 ____ 
= ( Ni × 

∑(𝑁 × 𝐴i )
) 

     X Compensation payable to the Designated generating station 

Where, 

𝑁𝑖= Number of start-ups attributable to the beneficiary i. 

𝐴𝑖= Weightage Average Percentage share of the beneficiary in the designated generating station 

 

(ix) For Supercritical or ultra-supercritical units, a 10% extra quantity of start-up oil over and above 

the appropriate value of secondary fuel oil consumption per start up specified in Tariff 

Regulations 2024 shall be provided for a period of 3 years from the Date of Commercial 

Operation (CoD), due to teething or stabilization issues. 

 

(x) Whenever any designated generating station operates(s) below 55% of Effective Capacity in 

15-minute time block, the additional compensation for the specific secondary fuel oil 

consumption of 0.2 ml/kWh shall be worked out as under: 

 

ECRn (Comp-Oil) (in Rs/kWh) = {0.20 (in ml/kWh) x Weighted Average landed price of 

Secondary fuel oil for the calculation period ending nth month of a financial year (in 

Rs/ml)}/ (1 – AUXcn) 
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ECn (Comp-Oil) (in Rupees) = ECRn (Comp-Oil) (in Rs/kWh) x [Total Schedule 

Generation (Energy) when designated Generating Station operates below 55% of Effective 

Capacity in 15- minute time block excluding schedule under TRAS, SRAS, and bilateral 

sale/collective sale under open access for the calculation period ending nth month of a 

financial year (in MUs)] x 1000000 

 

Where: 

 

ECn(Comp-Oil) (in rupees) means total additional compensation for the specific secondary 

fuel oil consumption of 0.2 ml/kWh computed for a Designated generating station for the 

calculation period ending nth month of a financial year as per the above formula. 

 

AUXcn = Normative Auxiliary Energy Consumption (AEC) along with degradation in 

AEC considering unit loading below 55% of Effective Capacity (in percentage) for the 

calculation period ending nth month of a financial year as per Tariff Regulations 2024.  

 

(xi) The ECn(Comp-Oil) (in Rs) shall be recovered by the Designated generating station from the 

entity (ies), including beneficiaries, SCED, and SCUC, which has caused the operation of the 

Designated generating station below 55% of Effective Capacity in a 15-minute time block. 

 

(xii) The Designated generating station shall calculate additional compensation for the specific 

secondary fuel oil consumption of 0.2 ml/kWh as provided in these procedures and bill the 

same to the beneficiaries along with its monthly bill, which shall be subject to adjustment based 

on the compensation statement issued by the RPC Secretariat subsequently. 

 

(xiii) Adjustments shall be carried out for the additional compensation for the specific secondary fuel 

oil consumption of 0.2 ml/kWh already paid for the calculation period ending (n-1)th month. 

 

(xiv) Net compensation payable by the entity (ies) including the beneficiaries, SCED, and SCUC for 

the nth month of a financial year is as under: 

NECn(Comp-Oil) = ECn(Comp-Oil) – ECn-1(Comp-Oil) 

 

(xv) RPCs shall provide the details of scheduling below 55% of Effective Capacity along with entity 

(ies) including beneficiaries, SCED, and SCUC schedule below 55% of Effective Capacity, for 

the respective month, in monthly Regional Energy Account (REA) for billing purposes. 
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(xvi) The Designated generating stations is to take all due care to keep a check on secondary oil use 

during part operations and during start-ups to the extent possible. The respective RPC 

Secretariat shall review the secondary oil consumption of plants on a quarterly basis, along with 

the concerned RLDC and designated generating stations, to find out high-consuming plants and 

reasons for high consumption and suggest measures to mitigate the excess use of secondary oil 

to the extent possible. 

 

4. Calculation of Compensation, Billing, and Submission of Data by the Designated 

generating stations 

 

(i) The designated generating station shall calculate the compensation as specified in these 

procedures and bill the same to the beneficiaries along with its monthly bill, which shall be 

subject to adjustment based on the compensation statement issued by the RPC Secretariat 

subsequently. 

 

(ii) The designated generating station shall submit the requisite data along with compensation 

calculation to the RPC secretariat/SLDC, as the case may be, as mentioned in Annexure to this 

procedure for a month by the 15th day of the following month. The data to be submitted is for 

the month under consideration duly reconciled up to that month. 

 

5. Issuance of compensation statement 
 

(i) The RPC secretariat/ SLDC, as the case may be, will issue the compensation statement by 20th 

of month for the preceding month. Revisions, if any, shall be issued by the RPC/SLDC along 

with the final Regional Energy Account (REA)/ State Energy Account (SEA) for the month, as 

the case may be. 

 

(ii) In case any anomaly or discrepancy is noticed, the same may be brought to the notice of 

Member Secretary of the concerned RPC/ SLDC within 15 days of issuance of the statement 

of Compensation under this procedure. 

 

(iii) In the event of delay in issuance of statement of compensation by RPCs/SLDC beyond 20th of 

month for the preceding month, the Designated generating stations shall be entitled to recover 

the part load compensation charges from the beneficiaries or pool, as the case may be, along with 

the carrying cost at the bank rate specified in the Tariff Regulations 2024. The concerned RPC 

shall record the reason for delay in the statement of compensation issued under this procedure.  
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-// Annexure //- 

 

Information to be submitted by the designated generating stations to the RPC Secretariat each 

month (say in April) for the previous month (say of March) 

 

Sr. No 

 

(a) 

Particulars 

 

(b) 

Unit No 

 1 

(c) 

Unit No 

 2 

(d) 

Unit No 

 3 

(e) 

Unit No  

4 

(f) 

Total 

 

(g) 

1 Installed capacity/MCR 

 

     

2 Planned outage/Forced 

Outage/USD Start Date & 

Time End Date & Time and 

Total no of hrs. 

 

     

3 On bar hrs. 

 

     

4 Normative SHR or Net SHR 

as the case may be 

 

     

5 Normative SFC 

 

     

6 Calorific value of secondary 

fuel, in kCal per ml (CVSF) 

 

     

7 Weighted average landed 

fuel cost of primary fuel, in 

Rupees per kg, per litre or per 

standard cubic metre, as 

applicable, during the month 

(LPPF) 

 

     

8 Weighted Average Landed 

Fuel Cost of Secondary Fuel 

in Rs. /ml during the month 

(LPSFi) 

 

     

9 Normative limestone 

consumption in kg per kWh 

(LC) 

     

10 Weighted average landed 

cost of limestone in Rupees 

per kg (LPL) 
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Sr. No 

 

(a) 

Particulars 

 

(b) 

Unit No 

 1 

(c) 

Unit No 

 2 

(d) 

Unit No 

 3 

(e) 

Unit No  

4 

(f) 

Total 

 

(g) 

11 Normative Aux. Cons 

 

     

12 Actual GHR/SHR 

 

     

13 Actual SFC 

 

     

14 Actual LC 

 

     

15 Actual Aux. Cons 

 

     

16 USD start /stop in the month      

17 USD start/stop cumulative 

 

     

18 Total no. of Start / Stop during 

year 

 

     

19 Weighted Average Gross 

calorific value of coal 

considering GCV as per 

Regulation 60, in kal per kg 

for coal based stations less 

85 Kcal/Kg on account of 

variation during storage at 

generating station (CVPF) 

 

     

 
 


